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User Guides 
Press the User Guides button to 

gain access to the KIP 3000 

User Guides on the KIP 3000.  

The User guides cover the most 

basic functions of the system 

operations including media / 

toner replacement on the KIP 

3000. For comprehensive 

details please consult this User 

Manual. 

 

 

a. Select this function when assistance is required 

b. Use the arrow buttons to move through the guide 

c. Press OK at any time to exit the guides 
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Configuration 

 

Power Save Settings 
The KIP 3000 incorporates timers to save power and place the printer in “cold sleep mode” to suit 

individual company production requirements. These timers can be used to automatically turn off the 

printer when the “office is closed”, for example overnight.  

Energy Star Settings – Energy Star compliant settings require that the printer goes to Warm Sleep after 15 

minutes and into Cold Sleep after 90 minutes of inactivity. These are the factory setting and can be 

achieved by selecting “Reset”.  

There are two sleep mode settings to choose from, only one can be active at a time and these are 

locked by default in the Services settings. 
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1. Warm/Cold Sleep Timers – This timer can be set to put the printer into a warm/cold sleep mode 

after a predetermined period of inactivity. 

2. Sleep Time – This time is used in conjunction with the computers clock and is used to put the 

Printer to sleep at a pre-set time and wake the printer back up at a pre-set time. 

   
Locked or Unlocked in “Service” 

If the Timers are Locked they must first be unlocked in Service Menu (by a Certified Service Technician) 

Set the timers by pressing on the hour, minutes and AM/PM as needed. 

If the printer is required during the “sleep” period, it will “awake”, produce the prints and then “fall 

asleep“ again, 15 minutes later.  

Default Mode 
Sets which screen will be the default, Scan, Copy or Job Info Mode dependent of 

the installation environment requirement. 

 

Monochrome Quality Settings 
If the Quality setting have been changed and the default settings are 

needed, clicking on “Restore to Default” will set the quality Settings back to 

Default. 
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Master Lead / Trail Adjustment 
The leading and trailing edges on scans and copies can be adjusted to best suit 

user requirements. This adjustment adds or removes image / media from all scans 

and copies and should be considered a default setting of such. 

Test pattern 
A variety of test patterns may be printed from the KIP 3000 operator panel on an on-

demand basis.  The following four predefined test patterns are available to assist in 

pen table selection and overall quality verification.   

36” x 60” tif – Used to test long printing and calibrate scan/copy operations 

17” x 11” plt – Used to calibrate lead/trail edge settings 

36” x 24” plt – Used to calibrate lead/trail edge settings 
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36” x 24” hprtl – Used to test output of mixed raster and vector data 

Options 
Enables options on the KIP 3000, contact your local dealer for more details and for the KeyCode for your 

system.  

 

Network  
Please see – Connectivity 

 

Reset Timer 
KIP 3000 systems can be configured to revert to the Log-In screen 

after a predetermined period of inactivity.  From this screen, users 

must enter a username and password before use (if required by 

system administrator). 

 
 

   NOTE 
Incorrect codes will prevent your system from functioning. Please do not enter or modify the 

current code without permission. The codes may be locked and access may only be granted 

by a certified service technician. 

 
 

   NOTE 
Incorrect settings will prevent your system from functioning. Do not enter or modify without your 

Network Administrators permission. Access to modify may be locked and may only be granted by a 

certified service technician. 
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Language 
Set the KIP 3000 Operator Panel into a desired language. 

English or Metric Units 
Set the system from “English Mode” to “Metric Mode” by pressing the English or Metric button. This will 

effect the entire KIP 3000 System, including Scan, Print and Copy. Please note that the printer must be 

set to the correct size mode for proper print function. 
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Copy and Scan Menu Defaults 
Each KIP 3000 system provides powerful options regarding the preferred condition of the system upon 

start up.  KIP 3000 system operators may designate features to be active when the system is powered on 

to ensure efficient use.   

1. Set up Copy or Scan Modes in their main menu to the desired features 

2. Access the configurations menu by depressing (?) 

3. Select the “Configuration” button 

      
4. Press the “Set Copy Defaults” or “Set Scan Defaults” button  

5. Presets for either the Copy or Scan screens have now been designated. 
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Fold 
Sets the system to accept fold parameter loaded by KIP Request and enables the pull downs on the 

screens. Please contact your local certified service technician for configuration of this feature. 

Cut Sheet 
Enables / Disables the cut sheet function, which may not be required in certain installation. 

Interrupt 
Allows the Interrupt button to function in Copy Mode  

a. Enabled = allows the user to pause all network print jobs to allow copies to be printed first  

b. Disabled = all copy jobs will be placed in the queue as the order they are received within 

any network print jobs. 
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Reset Job Info 
If the current job in the Job Info queue is printing unsuccessfully, the 

user can manually cancel the file within that job. This is done by 

going into the “Help/Info” screen and then to “Configuration”.  

Select the “Reset Job Info” button. An identification sheet will print 

out and the print queue can now continue printing. 

Reboot IPS 
This button will restart the IPS, when the system is not responding / printing correctly. 

Current Time 
Set the current time using the arrow buttons. Please note that the Time Zone may need to be set. Please 

contact your Local KIP Dealer to set the correct Time Zone. 
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Copy Levels 
Sets the Copy levels for all copies made.  

 

Printer Density 
Sets the printer density for all Network Print jobs 

 

Dot Enhancement Level 
Provides additional dots as needed to smooth curved lines and fill.
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Roll Adjustment 

KIP 3100 Roll Adjustment allows the user to shift the image 5mm left or right.  This function may be used if 
a roll of media is not cut precisely to the specified width and allows these types of rolls to have correct 
image placement. 
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Color Configuration 

Color function is an option with the KIP system. Please contact your local dealer to acquire these 

functions if not already enabled. 

This menu will allow  

a. A third party printer to be connected to the KIP IPS. 

b. The KIP scanner to be calibrated to the third party printer and media type. This is a simple closed 

loop calibration.  

 

Manufacturer 
For color copy function, select from the list a 

third party colour printer manufacture. If the 

manufacture is not listed, it is not supported 

by the KIP system. 
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Printer Model 
a. After the manufacture is selected, the model of printer must be chosen. 

b. Please scroll through the list using the arrow buttons until your third party model is displayed. 

c. Select the model. 

Media Type 
Only some models of some manufactures will require the media to be set 

(often only Canon devices). If displayed, select the media type that is 

loaded and will be copied onto. 

 

 

 

 

Destination IP 
The third party printer will have an IP address assigned to spool data to it. 

Please enter the IP address here. Please contact your local IT administrator 

for this information. 
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Open Calibration Menu 
The six modes displayed in this screen reference 

the six modes in the “Copy” and “Scan” screens 

of the KIP User interface. 

d. On the right side of this screen shows if 

the mode has been calibrated. 

e. To calibrate a copy / scan mode 

select it.  

f. An “x” will appear beside the 

mode to be calibrated. 

 

 

 

 

g. Select “Print Calibration Target” button and an arrow with multicolored blocks will start to 

print from the device. 

 

 

 

 

h. After the target is printed and has time to dry 

completely, (from inkjet or bubble jet 

process)  trim the target with scissors to 8.5 x 

11 size (remove any excess media) and then 

press the Scan Calibration Target button 

 

i. Insert the target face up in the center of the 

KIP scanner noting the arrow’s direction. 

j. After the scan is completed, the IPS will automatically calibrate the scanner - media – mode. 

It will place a “check” beside the calibrated mode, set the date it was calibrated and allow 

function of this mode in color Copy and Scan Modes of the KIP 3000. 
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Other Buttons 

Service  
This button is used by a certified service technician to access the service functions of the IPS. It is 

password protected to prevent unwanted changes to the KIP 3000. 

Print This Screen  
This button will print the main “?” screen. This includes the meter counts, versions, etc. This can be useful 

for troubleshooting or for record keeping. 



 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

U.S.A.  Canada 
Phone: (800) 252-6793 Phone: (800) 653-7552 
Email: info@kipamerica.com  Email: info@kipcanada.com  
Website: www.kipamerica.com Website: www.kipcanada.com 
  
All product names mentioned herein are trademarks of their respective companies. All 
specifications and pricing are subject to change without notice. No part of this 
publication may be copied or used in any form without express written permission KIP. 
©2008 KIP. 




