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Printer Configuration

Basic Configuration

In the Basic Configuration section of the printer Configuration screen Administrators can set several
settings that will help with how the output of the printed files look. Also in this section the Gigabyte size
for the Historical Queue can be set (from 0 GB — up to 25 GB — Max).

This information is solely for use of KIP Personnel and KIP Authorized Dealers. No part of this publication may be copied,
reproduced or distributed in any form without express written permission from KIP. © 2008 KIP.
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Advanced Configuration

In the Advanced section of the Printer Configuration screen Administrators can further manipulate the

Internal IPS settings. With the settings available in this section Specific Deck info can be set, specific

Media can be set and miscellaneous other settings regarding the way printed files will come out.

Advanced Configuration

Printer Units: ENGLISH

Print Separator Sheets Other Custom Media Types
Between Jobs Win Cut Length (in} 225 Media Type 1 Bond
Between Sets Max Image Length (ft) 50 Media Type 2 Vellum

Image Width Removal (pixels) 500 Media Type 3 Film

Deck Info

Deck 1 Auto - Lead Edge Void (pixels) 7s Media Type 4  OnHold
Deck 2 Auto - Delay Between Sets (seconds) 0 Media Type 5
Deck 3 Auto - JIS Tolerance (in) Media Type 6
Deck 4 Auto - Ignore Job Time ] Media Type 7
Deck 5 Auto - Wedia Type &

PDF Processing HPGL Processing DWF Processing

» Gi 0
Dither Mode Default - HPGL Min Lineweight (in) 0.0059 amma T
. DWF Min Lineweight a
Win Feature Size 3 - HPGL Min Greyscale 2 (pixels)
No Transparency v Clip To Image Size
Installed Fonts
3 of 9 Barcode -
Upload Font

Upload Fonts

Fonts are an infegral part of any file or stamp. With PrintNET 3.0, it is possible to upload fonts from a

networked PC directly to the IPS. These fonts will be installed automatically by the IPS software.

Installed Fonts display the current list of fonts that are installed at the IPS. To add fonts, select the Upload
Font bufton and browse the local workstation or server PC for .tif (True Type Fonts). Select Open fo

install the fonts at the IPS. No further action is necessary at the IPS.

Folder Configuration
If a folder is available the folder configuration settings will allow an Administrator to set up desired folder
packets. Note: This is should only be done by a technician trained on folder setup.

Folder Configuration

J Folder Configuration Settings |

Printer Units:
Fold Setup
Folder Model: | Dizabled ~

This information is solely for use of KIP Personnel and KIP Authorized Dealers. No part of this publication may be copied,
reproduced or distributed in any form without express written permission from KIP. © 2008 KIP.
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IPS Mailboxes

IPS Mailboxes

The IPS Mailboxes feature will allow a user to download files that have already been scanned info a
Mailbox in the IPS. The user will be able to see all current Mailboxes and select the desired Mailbox and
all or specific files that are present in that Mailbox for download. The desired files may also be

downloaded to a .ZIP file for easy portability.

This can be done by Selecting the IPS Mailbox Icon and then selecting the desired mailbox and all or

specific files to download and clicking on the Download Button.

‘ KIP PrintNET English| Japanese | German | Other Languages... ‘

IPS MailBoxes. Logout

KIP XY LY E

Filename Filesize (KB) Type Date Modified
at.TF 225 [TF Fie /1912005 5:51:13 Al

a2.TIF 243 TF Fie 811912005 8:51:10 Al

a3 TIF 335[TF Fie 2/10/2008 8:51.04 Al

a4TIF 311 [7F Fie 211672005 51.01 Al

Temp00003.TIF 1092 [TF Fie 912412007 1:08:00 PI1
temp8.PDF POF Fie 41112006 £:26:02 P

EEEEEER

Default
KIP §C-C3-A3.PDF
ScanJob456 e
[] |5C-C3-A4.TIF
Scanlob749 SC-C3-A5.TIF
¢ Scanlob7E5 [] |sc-c3-aA8.TIF i

E/ Select All

Allows a user to select all files in the current Mailbox.

[ Unselect All

Allows a user to Unselect all files in the current Mailbox.

This information is solely for use of KIP Personnel and KIP Authorized Dealers. No part of this publication may be copied,
reproduced or distributed in any form without express written permission from KIP. © 2008 KIP.
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" Download

Allows a user to download all fagged files to a location of their choice.

vi-
= Download As .ZIP

Allows a user to download as a .zip file all tagged files to a location of their choice.

E Empty Mailbox

This will allow a user to remove all files from the current selected mailbox.

. Add a Mailbox

This will allow a user the ability to create a new Mailbox on the IPS without having fo be in front of the
IPS itself.

Please Enter MailBox Hame!

hailBox Mame:  (p

x Delete a mailbox

This will allow a user the ability to delete a Mailbox (and all of its contents) on the IPS without having to
be in front of the IPS itself.

Warning!

Delete This MailBox'?

MailBox Mame:  |gp

e | concer |

This information is solely for use of KIP Personnel and KIP Authorized Dealers. No part of this publication may be copied,
reproduced or distributed in any form without express written permission from KIP. © 2008 KIP.
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Printer Queue Management

Q

Printer Queue Management

The Printer Queue can be managed by an Administrator and allows the administrator to see where jobs
are in the queue. An Administrator also has the ability to manipulate the queue (ex. Change the

position of a job in the Queue, Delete a job in the Queue and Edit a job in the Queue).

[P printneT ngian | Japaneac | German Oher angusger.. |

Edit Job
From within the Printer Queue the selected job can be reprinted as is or edited by “Right Clicking” on

the desired job and selecting “Edit Job Ticket” and then selecting the desired available opfion.

[] JOBTICKET {I;rl::i;::r Requester
F] Im 1 admin
[0 | Gsicvmr Edit Job Ticket
]| wvvsFaDuM
Move Job To Bottom

FI LRSLIMMC

Move Job Down

& X

This information is solely for use of KIP Personnel and KIP Authorized Dealers. No part of this publication may be copied,
reproduced or distributed in any form without express written permission from KIP. © 2008 KIP.
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Historical Queue

The Historical Queue size is set up under Basic Configuration and can be set from 0 Gb — Off to 25 GB -

Max size. Once set the Historical Queue will keep track of all submitted jobs and allow them to be called

up again from within the Historical Queue and printed again as is or edited.

uuuuuuuu Job Number Description

Edit Job
From within the Historical Queue the selected job can be reprinted as is or edited by “Right Clicking” on

the desired job and selecting “Edit Job Ticket”

[] JOBTICKET Req

WLPAGIEE

O GSHVADSR Edit Job Ticket

This will bring up the following window that will allow the user to edit the Number of Copies desired and
also to change the Media selection if necessary.
You May Change "Mumber of Copies” and "Media Type":

Job Ticket: WLPAGIER
Humber of Copies: |1

Media Type: Bond W

This information is solely for use of KIP Personnel and KIP Authorized Dealers. No part of this publication may be copied,
reproduced or distributed in any form without express written permission from KIP. © 2008 KIP.
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Info/Help

-~

Info/Help

The Info/Help will take a user to the page where User Manuals can be downloaded and printed if
necessary. Within the Info/Help section users may also download the current versions of software

associated with the KIP Printer.

KIP SYSTEM GUIDE Logout

kK ol ?

PLEASE CLICK ON THE BUTTONS BELOW TO DOWNLOAD PDF FILE

l y [ KIP SYSTEM GUIDE ]

[ copy ] [ PRINTNET ]

[ SCAN ] [ REQUEST ]
KIP SYSTEM GUIDE

[ COLOR COPY ] [ WINDOWS DRIVER ]

[ COLOR SCAN ] [ AUTOCAD DRIVER ]

PLEASE CLICK THE BUTTONS BELOW TO DOWNLOAD SOFTWARE

[ REQUEST ] [ WINDOWS DRIVER ]

CLIENT SOFTWARE

[ AUTOCAD DRIVER ]

This information is solely for use of KIP Personnel and KIP Authorized Dealers. No part of this publication may be copied,
reproduced or distributed in any form without express written permission from KIP. © 2008 KIP.
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Installation

The KIP IPS has the services required for direct connection so no additional hardware is required.

However, if more than ten concurrent users will submit jobs to a KIP Printer a HOST PC is recommended!

Requirements: Host PC Operating System

1. Microsoft Windows 2000/2003 Server or Microsoft Small Business Server
2. IS 5.1 or later, MDAC 2.7 or later.
3. KIP Request 6.0 or later must be installed on the host PC.

4. KIP Request 6.0 or later must have a username “admin” and a password “kip” for initial KIP

PrintNET configuration.

This information is solely for use of KIP Personnel and KIP Authorized Dealers. No part of this publication may be copied,
reproduced or distributed in any form without express written permission from KIP. © 2008 KIP.
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Requirements: Host PC NetworR Protocol

TCP Port 80 is bound for web page content delivery and document upload functionality.

Connection to TCP Port 8421 outbound for delivery of print jobs to KIP Printer

Connection to TCP Port 25 (optional) outbound for e-mail delivery confirmation.

Host PC Installation

1. Ensure installer has local Administrative RG] x|

Welcome to the InstallShield Wizard for

privileges KIPPrintNet

The Installshield(R) Wizard will install KIPPrintMet on wour
computer, To continue, click MNext,

2. Install KIP Request on the Host PC. (please see
the KIP Request section in the install KIP
Software CD)

WARNING: This program is protected by copyright law and
inkernational treaties,

3. Execute the KIP PrintNET installation by double-
clicking on the KIPPrintNET_v.3.0.0.exe (see KIP
Software CD)

4. Read and accept the KIP End User License ot [ wetr ] oo
Agreement.
5. Enter User Information and Company Information: Eli e E N x|

7
Customer Information ‘

Please enter wour information.

User Marme:

Qrganization:
Jktp

Install this application For:
% aAnvone who uses this computer {all ussrs)

= only For me (KIF )

InstallShizld

< Back I et = I Cancel

This information is solely for use of KIP Personnel and KIP Authorized Dealers. No part of this publication may be copied,
reproduced or distributed in any form without express written permission from KIP. © 2008 KIP.
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6. Select Installation directory. (Default s £
Destination Folder
C \PI’OgrO m F||eS\K| P\PFIHTN ET) Click Mexk ta install to this Falder, or click Change to install to a different Folder. ‘ -
. . . . Install KIPPrintMet ko:
7. Click Next to complete installation: KIP PrintNET U Ciminbimmment chonge.._|

creates a virtual directory with the dlias
‘PrintNET’ on the instance of IIS provided by the
Host PC.

8. Access PrintNET by keying in the appropriate
URL: (HTTP://Servername/Printnet) in a Web e

< Back. I Mext = I Cancel

Browser.

This information is solely for use of KIP Personnel and KIP Authorized Dealers. No part of this publication may be copied,
reproduced or distributed in any form without express written permission from KIP. © 2008 KIP.
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Phone: (800) 252-6793 Phone: (800) 653-7552

Email: info@kipamerica.com Email: info@kipcanada.com
Website: www . kipamerica.com Website: www.kipcanada.com

All product names mentioned herein are trademarks of their respective companies. All
specifications and pricing are subject fo change without nofice. No part of this
publication may be copied or used in any form without express written permission KIP.
©2008 KIP.





