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9. Setup Menu 2 — Allows the Administrator to enter in the Service Configuration

Setup Menu 2

Dealer information so that it can be displayed on the

Dealer Info

main “2" screen.
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10. Custom Settings — In this menu Temporary Accounting [ Service Configuration ]

Custom Settings

Features can be turned on by the Administrator to allow Ve i

Permissions

Requester

users that may not have the rights to use the software to

Job Number
be able to enter information so that they can. 2o
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11. Custom Seftings — Debug information to be used in

conjunction with a KIP Technician.

12. User Restrictions — Administrators can lock specific

functions so they users cannot make changes.

This information is solely for use of KIP Personnel and KIP Authorized Dealers. No part of this publication may be copied,
reproduced or distributed in any form without express written permission from KIP. © 2008 KIP.
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Description of Features —~Color Configuration

Color Configuration allows the User/Administrator to set up and configure a

specific Color printer (supplied by the customer) so that direct copies can be

made to it from the KIP Production Station.

1. The Color Printer Configuration allows for the setup and configuration of a specific color printer.

This is done by:

a. Choosing the desired Manufacturer

b. Picking the specific Model that is available

c. Selecting the specific Media Type that is loaded in the printer.

Color Printer Configuration

Manufacturer

/

Model

\

{ Canon

C

Canon PF 700

Media Type:

Heawyvreight Costed Paper

Encad

Canon iPF 5000

Extra Heavyweight Costed Paper

Ep=on

Canon iPF 5000

Premium Matte Paper

Hewvlett Packard

Canon iPF 9000

Glossy Photo Paper

Kodak

Canon WE200 Py

Glossy Photo Paper 2

N
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Destination IP: 10.10.1.85

Open Calibration Menu

b

Yer 6375

This information is solely for use of KIP Personnel and KIP Authorized Dealers. No part of this publication may be copied,

reproduced or distributed in any form without express written permission from KIP. © 2008 KIP.
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d. Selecting the Destination IP button and entering the correct IP / \
: Enter Destination IP Address

address

192 16810 . 5

e. Selecting Open Calibration Menu '

f. Calibrating the desired media options

[ Color Printer Calibration ]
g. After the test targets print select Scan Test Canon iPE 700
. . . Glossy Phofo Paper
Target and the calibrated media types will
. . G LingArt - Draft Mot Calibrated
display a date calibrated and a red check
D LineArt - Mormal Mot Calibrated
mark showing they are done.
E! LineArt - Quality Calibrated 2007-10-18 z
D Graphics - Draft Mot Calibrated
I:! Graphics - Normal Mot Calibratad
D Graphics - Quality Calibrated 2007-10-18 z
Print Selected Calibration Targets Scan Calibration Target ‘ (0178 I

This information is solely for use of KIP Personnel and KIP Authorized Dealers. No part of this publication may be copied,
reproduced or distributed in any form without express written permission from KIP. © 2008 KIP.
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Phone: (800) 252-6793 Phone: (800) 653-7552

Email: info@kipamerica.com Email: info@kipcanada.com
Website: www . kipamerica.com Website: www.kipcanada.com
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