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Scan Destinations

Monochrome and color scanned images are automatically delivered to a choice of destinations;

network location, FTP site, personal or project inbox.
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Personal or Project Inbox

Scanning to a Personal or Project Inbox on the KIP 5000 IPS functions in the same manner as the KIP 3000
IPS.

Touch MAILBOX to initiate the creation of a local storage location on the KIP IPS. This storage location is
on the KIP 5000 IPS. (Located at d:\scandir\mailbox name).

Scanned images may be retrieved using KIP Request version 6.2 by selecting the desired mailbox and
touching TRANSFER CURRENT MAILBOX. This will enable users to transfer all images from the currently
selected Mailbox to any location that the operator has access to; either on a local PC or a network

drive.
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Transfer Current KIP Mailbox. ..
Empty Current KIP Mailbox. ..

Get Problem files
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Images scanned to a Personal or Project Inbox may consist of any combination of file formats as

selectable on the KIP IPS user interface. These file formats may be selected within KIP Request and
printed directly to the KIP 5000 IPS.

Tiff G4

PDF

DWF

TLC

Multi page DWF, PDF and Tiff G4
JPG

Color PDF

Color Tiff Packbit

Once the images are transferred from the KIP IPS to the local PC or network drive, it is possible to delete

all images within the current selected Mailbox. The Mailbox will not be deleted. This may only occur at

the KIP 5000 IPS if allowed from the Service screen.

In order to prevent users from adding or

creating mailboxes, touch LOCK to disable.

[ Create Scan Destination Folder ]

The MAILBOX and buttons will now be

disabled.

[ Delete Scan Folder ]

This information is solely for use of KIP Personnel and KIP Authorized Dealers. No part of this publication may be copied,
reproduced or distributed in any form without express written permission from KIP. © 2008 KIP.
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Share Setup -~ WorkRstation/Server

When configuring a shared workstation or server, the requirements apply:
o User must have proper rights
e User must know where the access rights are held
e Rights are either local tfo the PC or Domain (Active Directory)
e File and Print Sharing must be enabled within the Windows XP firewall settings
e User must be able to read, write and modify the destination SMB folder

e User must know login username and password

Network Location (SMB/CIFS) ~ IPS Setup

Server Message Block/Common Internet File System (SMB/CIFS) allows the user to create a semi-

permanent connection to a network resource for scan to file.

This information is solely for use of KIP Personnel and KIP Authorized Dealers. No part of this publication may be copied,
reproduced or distributed in any form without express written permission from KIP. © 2008 KIP.
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Mailbox Setup
Lacal { SMB )
Mailbox Mame
Destination Server Hvorkstation Domain
Share Path
Username
Pazswiord
Test SMBE | Ok | Cancel

Function Button Description

Mailbox Name Displayed on SCAN screen (Preceded by SMB:)
Turns green when connected
Destination Server/Workstation IP address or printer name of destination workstation/server
. Name of authorization provider
Domain ) .
(Domain server or workgroup workstation)
Share Path Shared drive destination workstation/server
Username Login credentials on destination workstation/server
Password for supplied username on destination
Password :
workstation/server
Test SMB Maps a network drive to the destination workstation/server

This information is solely for use of KIP Personnel and KIP Authorized Dealers. No part of this publication may be copied,
reproduced or distributed in any form without express written permission from KIP. © 2008 KIP.
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Within the SCAN interface, touch MAILBOX fo creafte an SMB connection.
1. Touch the SMB button to display the SMB Mailbox creation dialog.

2. Press the MAILBOX NAME button to enter a descriptive name for the SMB scan to file location.
This description will be displayed on the SCAN screen with the label of SMB:[Mailbox Name].

3. Touch DESTINATION SERVER/WORKSTATION, then provide printer name or IP address of the

destination drive that the KIP IPS will connect to in order to allow scan to file.
a. This must be a server or workstation that the KIP IPS has access to via TCP/IP.

b. Please ensure that the KIP 5000 IPS has been networked properly and is “pingable” from

the destination server/workstation.

4. Touch DOMAIN to enter the client authorization information. This entry will work in conjunction

with the Username/Password entries as defined in later steps.

a. Some facilities will have user credentials stored on a central authorization server (Domain
Controller/Active Directory Server). This server will grant access to the KIP IPS for shared
resources. If the KIP IPS is connecting to a workstation (WS01) that is a part of the
abc.com domain, then the user would enter “abc” in the Domain section. The KIP IPS
retrieves authorization credentials from the SVRO1 server in order to tfransmit images to the
“Scans” folder on the WSOT workstation (SSmith’s PC).

Mailbox Setup DOMAlN
Images . .
Destination Server forkstation Domain \. SCOnS e -
WE01 Acme | Q
Share Path I WSOZ
scans | SSmith's PC ‘
AcmerSsmith | ‘ /
[ | SVROT ! KIP 5000
ABC.com ~C
Username Authentication
Test SMB Ok Cancel | W 502 . .
4| JJones' PC Scanning to Workstation

This information is solely for use of KIP Personnel and KIP Authorized Dealers. No part of this publication may be copied,
reproduced or distributed in any form without express written permission from KIP. © 2008 KIP.
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b. If the KIP IPS resides in a workgroup setting (No Domain Conftroller/Active Directory
Server), the authorization credentials are supplied by the destination workstation/server
(WS06). If the user is connecting to a shared resource on a workstation (Scans folder)
with the printer name of WS04, the user must input WS06 for the Domain section. The KIP

IPS receives authorization credentials from the WS06 workstation.

Mailbox Setup WORKGROUP
Local | SMB |
Mailbox Name
Images
Destingtion Server JWarkstation Domain . S cans !
WS08 WS06 | > By e
Share Paih — WS06 )
scans |
WS0BISSmith | ‘
SVROS .. /
== Username Authentication
WS10 Scanning to Workstation

5. Touch SHARE PATH to enter the name of the shared folder on the netowork workstation or

server.

a. The shared folder on the destination workstation must be accessible by the user as
supplied in the USERNAME setting.

b. Permissions must include the ability to write and modify on this shared folder.

6. Configure the USERNAME and PASSWORD as an accessible login username from either the

workgroup workstation/server or the authentication server/domain conftroller.

7. Touch TEST SMB to make the KIP IPS attempt to establish a connection to the destination

workstation/server.

a. Thisis a semi-permanent mapped network drive (Z:)

This information is solely for use of KIP Personnel and KIP Authorized Dealers. No part of this publication may be copied,
reproduced or distributed in any form without express written permission from KIP. © 2008 KIP.
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b. The connection is established when the SMB mailbox is selected and is disconnected

upon:
i. Switching Formats
i. Touching the STOP button
ii. Switching menus (SCAN, COPY, JOB INFO, 2)
iv. Selecting another mailbox
v. Reset timer expiration
vi. Log off

It is possible to scan all file formats to an SMB location. Please note that color image data is much larger
and may take considerable network resources in order to transfer from the IPS to the SMB location. (A

full color, 600 DPI, fiff pack bit can be several GB in size).

When creating multi page documents (PDF, DWF and TIFF), the images are scanned to a temporary

location on the IPS and then transferred to the SMB location upon touching CLOSE FILE.

FTP Site

Loading and accessing FTP locations:
1. Within KIP Request select OPTIONS / ADVANCED FEATURES

mm Manage Transfer

Sawe Current Job...
Recall Saved Job...
Recall Recent Job...
Recal History Jobs...

Create Compressed Job...
Load Compressed Job...

Modify Pens...

Prompt Setup...

v Advanced Features

Select Same Image
v Display Preview Window

Rename Images

Find KIP Printers

This information is solely for use of KIP Personnel and KIP Authorized Dealers. No part of this publication may be copied,
reproduced or distributed in any form without express written permission from KIP. © 2008 KIP.
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2. Click OPTIONS, then select FIND KIP PRINTERS/ADD A PRINTER TO THIS LIST. Select SET FTP
ADDRESS and enter the necessary FTIP information

R Add Kip Printer

¥° Bat Prictsd Nama

& Gt P Address:
Desenphnn
& Got [TP Addrese:
1w [z j34 [2m
Desc. o Hos: Hame.  [FTPscans
[ fmomymous Logn

EET i P

r )
R Select KIP Printers E] Passord. [P
Hest Cir I Ty
Printer Name Port Name / IP Address et Pt F
O KIP 5000 Series KIP1
O KIP 1020 KIPO " Passve FTP Symlax
& 5000 10.10.1.72
-
;{- ==

C ications Establish

Add A Printer Ta This List
) s

3. Transmit FTP settings to the KIP IPS by using TRANSFER and then UPLOAD SETTINGS TO PRINTER

Upload settings to printer

Get Problem files

This information is solely for use of KIP Personnel and KIP Authorized Dealers. No part of this publication may be copied,

reproduced or distributed in any form without express written permission from KIP. © 2008 KIP.
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4. Using the KIP 5000 touch screen operator panel, enter ? and then SERVICE. Within the Service
interface (password required), use the arrow keys at the bottom until “Import Settings” is shown
(this will initially appear grayed out), then touch the button labeled TOUCH. This will import the
new FTP settings and will be displayed on the SCAN screen. FTP settings are displayed in the
form of FTP:[FTP Descripfion].

/ Import Settings \\

Complete

[¥ Mew Settings Found

v 2 Accourting File Copied
[+ 11 Stamp Files Copied
[¥ B Fold Files Copied

[# 1 Graphic Files Copied

v Default Pen File Copied
& Pen Files copied

[¥ Temp Files Removed

[ Mew Accounting &pplied

h S/
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